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Specification

Bdc tinh

Material: Stainless Steel SUS304

Vat liéu: Inox SUS304

Be able to connect with 5 Inlet Pipes  C6 th& 1dp 5 Ong vao

Prevent foul smell

Cleaning easily

Ngdan mui hoi

Thudn tién Vé sinh

Notes: A trap has 4 branches,

Ghi cha: B&y nudc cé 4 nhdnh

D1, D2, D3 & D4. If only two of them 1a D1, D2, D3 & D4. N&u chi

are used, eg. 1 & 2 (3 & 4 removed)

ding 2 nhdnh, vd 1 & 2 (04 nhdnh

then "+12" must be added to its code. 3 & 4) thi ghi "+12" vdio sau ma s6.

Example: TM 0900 114V 60F3 +12

Vidy: TM 0900 114V 60F3 +12

Sizes can be changed to match

with customer 's inquiries

Kich thudc cé thé thay ddi
theo yéu céu khach hang

@ Do

Ong Vao Inlet Pipe

DN

P

B& Ngan mui
(C6 thé thdo rai)

180

H

28
Min.

Ong X3 Outlet Pipe

OD of Branches

Pudng kinh 6ng vao & Nhanh

Pipe Size @De OA @D (@Dn Code
Kich thudc Ong Ma s&
an (rrm) (mm)  (mm) (rrm) OD of Inlet pipe D
DN5O 2 60 102 51 42 T™ 0600114V 49F 3 Budng kinh Sng vao D
DN65 21/2 75 102 68 49 ™ 0750 1*4v 49F 3
DN8O 3 90 102 81 60 T™ 090 O 114V 60F 3
DN100 4 110 98 98 60 ™ 1100110V 60F 3
DN100 4 114 102 102 60 TMHAgHAVéo 3 O/1/M/F
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Connection way for Outlet & Branches
Kiéu 1&p 6ng ra & 6ng vao & Nhénh





